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Fitz’s Atlas 2 
 
The Fitz’s Atlas is a handy manual illustrating a range of 
coating defects. It provides the user with a greater 
understanding of the defect and gives advice on probable 
causes, prevention and repair. 
 
With the aid of the Fitz’s Atlas the user can gain an insight 
into the coatings industry and the pitfalls to watch out for. 
The manual is ideal for on-site assessment surveys as well as 
defect analysis for future recoating, specification review work 
and writing reports. 
 
Compiled by coating and corrosion specialists who understand 
coatings and their application, it provides a comprehensive 
and invaluable reference for anybody who uses or encounters 
paint coatings, their defects and failures. 
 
Containing more than 100 colour images of 64 coating defects 
and providing a clear and concise description, it highlights 
possible causes, advises on prevention and suggests 

appropriate repair procedures in assessing the degree of 
breakdown and the potential areas in need of repair.  

In addition, the Fitz’s Atlas contains sections on the following: 
 

Welding Faults 
Welding faults and resurface conditions that may be 
encountered and need to be addressed prior to the application 
of any coating system. 
 

Surface Preparation 
Two sections deal specifically with surface preparation, giving 
guidance notes and standard quality images for both dry 
abrasive blast-cleaning and pressure water-jetting. 
 

Marine Fouling 
Following the main pictorial reference of coating defects, a 
section deals specifically with marine fouling. 
 

Appendix 
An appendix provides useful formulae, coating breakdown 
scales and a reference guide to certain types of coating and 
coating compatibility. 
 
 



 

About us 
 

Paint Test Equipment are manufacturers of a 
comprehensive range of specialist instruments for the 

Industrial Coatings and Finishings Industries and have 
been supplying instruments to customers worldwide for 

over 25 years. 
 

During this time Paint Test Equipment have established 

a reputation for manufacturing quality instruments to 
the highest specification, to meet the demanding 

requirements of the Industrial Painting Industry. 
 

 

 
 

Recalibration 
 

Paint Test Equipment can service and recalibrate all 
applicable products that we supply. 

 
We recommend that the equipment is returned on a 

12-monthly basis to Paint Test Equipment for service 
and recalibration. 

 

Calibration Certificates will have traceability to UKAS or 
BAM. The Certificate is supplied in a paper format and is 

available online through the Calibration Portal (under 
Browse Categories) on our website. The Calibration 

Portal will list all your equipment that is calibrated by 

Paint Test Equipment, showing the renewal dates and 
allowing Calibration Certificates to be viewed at any 

time. 
 

Paint Test Equipment reserves the right to alter specifications without prior notice. Copyright Paint Test Equipment. 
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